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Radio-Linked
temperature,
humidity and
event recorders

Sensors that make sense
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ICESPY RL monitoring systems are
revolutionising multi-channel recording by
providing freedom from cable connections
between sensors.

This cost-effective radio solution provides
links between the sensing devices
(temperature, humidity and door openings)
and the recording & display systems.

It drastically reduces the installation of
cables that waste resources and limit
your freedom.

Just think how easy it will be to move
sensors around or to add new devices.

In the factory, laboratory, kitchen,
warehouse or anywhere, ICESPY RL sensors
can work together without wires. High-
speed, secure data communications take
place over distances of up to 100 metres,
with the ability to use radio repeaters to
cover even greater distances.

Easy to install

Easy to change

Easy to use

Sensors that makes sense

-
0l 15.1'C Hi
Store | = Zong




No wiring or expensive installation costs.
ICESPY RL is quick and easy to install. Up
to 32 sensors linked by radio to a base
collection unit, conveniently sited in your
office. Several base units can be used on
a single site, to provide a limitless number
of monitoring points.

Base unit continuously displays current
temperatures, locking on to critical channels
in the event of alarms. Stored records are
available at all times, accessed by your
computer or direct printing.

High and low alarms provide instant visual
warnings and optional audio warnings.
Independent external alarm messages can
be sent, or data downloaded, anywhere in
the world via modem connections or GSM
short message service.

Radio repeaters extend the standard 100
metres radio range to cover virtually any site.

Different monitoring environments are
catered for with a range of temperature
probes and also a combination humidity /
temperature probe.

Door openings can be monitored along
with temperatures; you can determine the
percentage of time doors have been left
open (when they shouldn't have been).

All sensors are waterproof and tamperproof
with a sealed 10-year battery. Base units and
repeaters are battery-backed so can record
or send alarms during power failures.

Easy-to-use software for Windows™ for

PC will enable you to view temperature
performance, zoom in on periods of interest,
analyse temperature graphs, and select data
to print. Also allows you to set up alarms,
sensor names, locations and references.

The base unit can also connect direct to a
printer, producing a tabulated listing of all
the temperatures and alarms stored.

Optional 'due diligence' service is available:
we collect the data for you, provide you with
a report and warn you of irregularities.

¢ Reduce wastage
of stored supplies.

¢ Potential of reduced
energy costs and
reduced insurance
costs.

e Eliminates laborious
written record
keeping.






